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SYM Revision Record
New Version Release

Appr.
WuHao

Electrical
Characteristics

UL

Date
2024-11- 11

IEE

Rated Voltage 250 V 250 V

Rated Current 16 A 2AA

Withstand Voltage 1500 V / 1 min 4.0 KV

Wire Range 22 1A AW (5 0.5 2.5mm
2

Maternal
Housing:PA66,UL 9A V-0
Pm Header -Copper Alloy,Sn plated
Screw / Torque:M2.52O. AN. m Max

Operating Temperature - A 0°C + 105°C

Steip Length:5 6 mm

2.50

ANGLE TOLERANCE

±3°

PROJECTION Description:

Pitch 5.00mm Terminal Blocks

GENERAL TOLERANCE UNITS

x.x ±0.30 SHEET SIZE A A

mm /N:

x.xx ±0.20 Draw:

x.xxx ±0.10 Check:

WuHao 2024- 11-11

Daniel 2024-11-11

B

C

D

E

F

G

H

1_ 7 3 4 5 6 7 8

programy
Typewriter
CONNTHERM 

programy
Typewriter
TBO5003SFB25BLCT

programy
Typewriter
Color choice: Gray, Blue, Black, Green, Orange,
Red, Transp, Yellow, White




