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RoHS Compl/ance REV SYM Revision Record Appr. Date
Vo New Version Release WuHao 2025-09-30
254x(XX-1) +0.15
2.54+0.05
Material
S § Housing-PA66, UL 94 V-0
S| & Contactor:Brass, Tin Over Nickel Plafed
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| i Electrical:
Rated Voltage:250V AC/DC
330+0.10 254xXX-2.66 +0.20 Rated Current:2 54
‘ Dielectric Withstanging Viltage:800V AL/ Minute
N Insulation Resistance: 1000MQ MIN
A
$ I Lontact Resistance:20mQ Max
S [ N Operation Temperature:-25°C T 85°C
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254x(XX-1)
2542005 20.9;"
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$ $ $ ANGLE TOLERANCE PROJECTION Description: | 2 54mm Pitch
3 = Wire To Board Connector
Recommanded P(B Layout GENERAL TOLERANCE |UNiTS | mm P/N: WF20S-CT
Tolerance:+0.05mm xx  #0.30 SHEET SIZE | A4
xxx 020 Draw: WuHao | 2025-09-30 CON NTHERM
x.xxx #0.10 Check: Daniel | 2025-09-30
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Typewriter
CONNTHERM 

programy
Typewriter
WF20S-CT




