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REV DESCRIPTION DATE ECN CHANGE

X=0 | New Released 20.03.12 Yuxiang

X=1 |Drawing Update 21.11.18 Cecil

X—=2 | UPDATE CONTACT CURRENT RATING 22.05.25 Cecll
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NOTE:

T.MATERIAL:
1.1 INSULATOR: HIGH TEMPERATURE PLASTIC UL94 V-0;
Black Color
1.2 CONTACT: COPPER ALLOY. GOLD/Matte Tin PLATED.
1.3 SHELL:STAINLESS STEEL,Nickel PLATED.
1.4 MID PLATE:STAINLESS STEEL.
2.ELECTRICAL CHARACTERISTICS;
2.1 CONTACT RESISTANCE: 40mQ Max FOR INITIAL.
50mQ0 Max AFTER DURABILITY TEST
2.2 CONTACT CURRENT RATING:
5A FOR COLLECTIVELY POWER SUPPLY PIN(PINA9,A12,
B9,B12);
2.3 DIELECTRIC WITHSTANDING VOLTAGE:
2.4 INSULATION RESISTANCE 100MQ Min
2.5 OPERATING TEMPERATURE: —40°C ~ 85°C
3.MECHANICAL CHARACTERISTICS:
3.1 MATING FORCE: 5~20 N.
3.2 UNMATED FORCE: INITIAL 8~20N; 6~20N AFTER
DURABILITY TEST
3.3 DURABILITY: 10,000 CYCLES

100V AC RM.S.

SECTION A-A
SCALF 11
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UNIT:

DR: Cecil USB TYPE C 6PIN H:EE

SRD:

TITLE:

DE: Cecil L=6.80FM CL=1.70mm

SCALE:

CHKD:| / SHEET: 1/1 P/N: | USB-CO6RTS65

CUSTOMER

REV:

APPD:| Hd.Teng | D/N: M /N:
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