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@ AMPHENOL
TRUSTED GLOBALLY
Amphenol Global ID Product Group Product Type Function Additional Information Color
2CMA10L4 LL6R1000 Easy&Safe ABBS532P6SP | 432EP6  |Plug 3P+N+E Red
Rated Current Rated Voltage Clock position Frequency Degree of Protection Housing Material
30A | 32A 200/346 - 2407415V 6 h 50 Hz | 60 Hz IPLL Plastic (PA)
Cable Cross Section Wire Size ConnectionType Mounting Holes Plug Angle Product Weight
25 - 6 mm? 1L - 10 AWG Screw Straight 0.18 Kg
|
|
B 167 _
All dimensions are in mm.
Gewicht (errechnel) | Cale WT 180 ¢ Zul. Abw | Tolerances - ); Mabstab | Scale - 2:3 A3 =16

W@ CE

IEC 60309

( ) Prifmal | Jestdimension

Status|Released

Gepr. |13.11.2024

Checked| MBERTSCH

Telleindex | _Parfindexnunber. IS0 2768-m
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ABB532P6SP Industrial Plug
Industrial Plug

Amphenol Tuchel
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zu Schadenersatz Alle Rechte fur den Fall der Patenterteilung

Weitergabe sowie Vervielfaltigung dieser Unterlage, Verwertung
oder Gebrauchsmuster-Eintragung vorbehalfen

und Mittellung ihres Inhalts nicht gestattet, soweif nicht
ausdricklich zugestanden Zuwiderhandlungen verpflichien
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