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RoHS Co mpl/'a nce REV SYM Revision Record Appr. Date
Vo New Version Release WuHao 2025-04-03
3.50xXXP
Electrical Characteristics UL IEC
O /[ N/ N [/ \
Rated Voltage 150V 160V
@ @ @ 2 Rated Current 104 104
Withstand Voltage ACT500V/ 1T min 25KV
Wire Range 26716 AWG | 0.5 15mm’
Material and other:
Housing:PA66, UL 94 V-0
| | | Pin Header:Copper ,Sn Plated
‘ ‘ ‘ Torque value:M2 ,0.2N.m
‘ ‘ ‘ ) Stripping Length:5 “6mm
} } } © Operating Temperature:-40°C " L105°C
| | | ) - Color_choice: Gray, Blue, Black, Green, Orange,
S Red, Transp, Yellow, White
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ANGLE TOLERANCE PROJECTION Description:
Recommanded PCB Layout - =l Pitch 3.50mm Terminal Block
GENERAL TOLERANCE |UNITS mm P/N: TB03502SFB10GN-CT
030 :0.50 SHEET SIZE | A4
3060  $0.75 Draw: WuHao | 2025-04-03 CO N N T H E R M
60790 1100 Check: Daniel | 2025-04-03
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Color choice: Gray, Blue, Black, Green, Orange,
Red, Transp, Yellow, White




